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NOTES

1. ALL LEVELS ARE TO AUSTRALIAN HEIGHT BATUM (AHD).

2. THE CONTRACTOR SHALL CONFIRM ALL LEVELS AND DIMENSIONS ON SITE PRIOR TO
COMMENCING CONSTRUCTION OR ORDERING MATERIALS

3. THE CONTRACTOR SHALL CONFIRM THE LOCATION OF ALL EXISTING SERVICES PRIOR TQ
COMMENCEMENT OF CONSTRUCTION. THE CONTRACTOR SHALL MAKE ARRANGEMENTS WITH
THE RELEVANT AUTHORITIES TO RELOCATE SERVICES AS NECESSARY TO RESOLVE
CLASHES IN CONSULTATION WITH THE SUPERINTENDENT. ANY REPAIRS TO DAMAGED
SERVICES WILL BE COMPLETED AT THE CONTRACTQORS COST.

4. DONOT STRIP TOPSOIL OR SURFACE MATERIALS EXCEPT FROM AREAS SPECIFICALLY
REQUIRED TO BE WORKED IN CONSTRUCTING THE WORKS DEFINED BY THESE DRAWINGS OR
THE CONTRACT. NO TOPSOIL SHALL BE REMOVED FROM SITE

5. THE CONTRACTOR SHALL REINSTATE AND RE-VEGETATE ALL SURFACES THAT ARE
STRIPPED INCLUDING THOSE FOR WHICH STRIPPING IS NOT SPECIFICALLY REQUIRED.
REINSTATEMENT AND RE-VEGETATION SHALL BE UNDERTAKEN IN ACCORDANCE WITH THE
TECHNICAL SPECIFICATION REQUIREMENT FOR UNPAVED AREAS.

6. THE EXISTING SURVEY SHOWN IS FOR INFORMATION ONLY. THE CONTRACTOR SHALL VISIT
THE SITE AND IDENTIFY ANY CHANGES DUE TG DEMOLITION OR PREVICUS STAGE WORKS.

7. MATCH NEW CONSTRUCTION NEATLY TO EXISTING ROADS.

8. ALL EXISTING SERVICE PIT COVERS SHALL BE ADJUSTED TO NEW SURFACE LEVELS WHERE
REQUIRED (INCLUDING TELSTRA, WATER & SEWER ETC)

9. THE CONTRACTOR SHALL PROVIBE A TRAFFIC MANAGEMENT PLAN TO COUNCIL AND OBTAIN
APPROVAL PRIOR TO COMMENCING WORKS.

10. ALL ALLOTMENT FILL SHALL BE UNDERTAKEN WITH LEVEL 1 SUPERVISION AND
CERTIFICATION THAT IDENTIFIES ALL ALLOTMENTS ON WHICH THE FILL IS PLACED

11. SOIL EROSION DRAINAGE MANAGEMENT PLAN (SEDMP) SHALL BE APPROVED BY
THE SUPERINTENDENT, THE EPA AND COUNCIL. REFER SPECIAL CONDITIONS OF CONTRACT
FOR REQUIREMENTS OF THE SEDMP. THE MEASURES RECGRDBED IN THE SEDMP SHALL BE IN
PLACE PRICGR TO EARTHWORKS COMMENCING ON SITE AND MONITGRED AND REMAIN IN PLACE
UNTIL THE SITE IS REVEGETATED

12. MAJOR AND SIGNIFICANT EARTHWORKS SHALL NOT BE UNDERTAKEN WHEN SOILS AT THE
WORK SITE ARE SATURATED OR HEAVY RAIN IS IMMINENT IN THE AREA.

13. PROVIDE TEMPORARY TURNAROUND AREAS AND STORMWATER CHANNELS AT STAGE
BOUNDARY AS REQUIRED. TURNARGUND AREAS TO BE 18m DIAMETER WITH 150mm QUARRY
RUBBLE SURFACE.

4. STREET SIGNS (CONTAINING COUNCIL'S LOGO) SHALL BE INSTALLED IN SLEEVES CONCRETED
INTO THE GROUND IN ACCORDANCE WITH COUNCIL'S REQUIREMENTS

15. WHERE FOOTPATH IS AGAINST KERB, USE SPECIAL KERB OUTLET DETAIL ARRANGEMENT ON
DRAWING 17-1765-025
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xxNOMINAL BENCH LEVELS ARE INDICATIVE ONLY AND TO BE DETERMINED BY
BUILDERS FOR INDIVIDUAL ALLOTMENTS

NOTES:

2. BUILDERS/ALLOTMENT OWNERS MUST UNDERTAKE A SURVEY BY A LICENSED
SURVEYOR TO CONFIRM ALL SERVICES AND LEVELS. THIS INFGRMATION SHALL
BE USED AS A GUIDE ONLY AND GREENHILL ENGINEERS SHALL NOT BE LIABLE OR
RESPONSIBLE FOR ITS ACCURACY. NO RESPONSIBILITY IS ACCEPTED BY
GREENHILL ENGINEERS FOR ANY LOSS OR DAMAGE CAUSED BY RELIANCE UPGN
THE ATTACHED INFORMATION ANDB/GR ERROR, OMISSION, MISDIRECTION OR
MISSTATEMENT THEREIN WHETHER CAUSED BY NEGLIGENCE OR OTHERWISE.
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